
Danson JUMBO JUMBO 6 AXLE - LAST 4 AXLES FORCED STEERING

Ogólna charakterystyka

Cena € 34.950 excl. btw 

Marka Danson 

Podkategoria Naczepa niskopodłogowa 

Tablica rejestracyjna CP5149 

Rok budowy 2012 

Data pierwszej rejestracji 07-05-2012 

Stan Używany 

Odniesienie RHS10129 

Właściwości

Dopuszczalna masa całkowita 96.000kg 

Numer seryjny SU90333JUCSBU1007 

Dane techniczne

Liczba osi 6 

Opis

Tyre size: 235/75 R17.5 Brakes: drum brakes Axle 1: Max. axle load: 12000 kg; Tyre profile: 10%; Tyre profile left inner: 10%; Tyre profile left outer: 10%;
Tyre profile right outer: 10%; Tyre profile right outer: 10% Axle 2: Max. axle load: 12000 kg; Tyre profile: 30%; Tyre profile left inner: 30%; Tyre profile left
outer: 30%; Tyre profile right outer: 30%; Tyre profile right outer: 30% Axle 3: Max. axle load: 12000 kg; Steering; Tyre profile: 30%; Tyre profile left inner:
30%; Tyre profile left outer: 30%; Tyre profile right outer: 30%; Tyre profile right outer: 30% Axle 4: Max. axle load: 12000 kg; Steering; Tyre profile: 30%;
Tyre profile left inner: 30%; Tyre profile left outer: 30%; Tyre profile right outer: 30%; Tyre profile right outer: 30% Axle 5: Max. axle load: 12000 kg;
Steering; Tyre profile: 40%; Tyre profile left inner: 40%; Tyre profile left outer: 40%; Tyre profile right outer: 40%; Tyre profile right outer: 40% Axle 6: Max.
axle load: 12000 kg; Steering; Tyre profile: 40%; Tyre profile left inner: 40%; Tyre profile left outer: 40%; Tyre profile right outer: 40%; Tyre profile right
outer: 40% = Dealer information = We do our best to present the data as accurately as possible; however, no rights can be derived from this data. We can
also arrange financing for you within the Netherlands. 

Akcesoria

Anti-lock braking system Air suspension• • 
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